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Max. outrigger loading 520 kN : Information for lifting chart
tri foot | - Rated lifing capacity is net capacity
Qutrigger foo . 715(1)26'3;) mr721 _} ook o
Pfessure under foot ) ) mm | -360° continuous slewing
Jib can be unfolded through 360 | - Operating temperture :
Luffing the jib 30° can be controlled from the crane cab i J| range from -15° to 40° C.
=== — T = T i B T T | -Max linepullforca: 2500 kg 60
: : : | : i : : | 2pansofline: upto 5000kg
i i | i i i i , , | 4partsofine: 5000-10000Kg
L e 4 | ———4————{ -Operation allowed up to a wind force 55
: : : : : : | : : : : : | of 6 on the beaufort scale
! ! ! | ! | H H | | i | (wind spesd 14 misec)
v < 2 L __t____l____1____| -Thecrane should befolded in ata wind
¥ 5 0 ! T : | : : {; I force >9 on the Beaufort scale %0
! ! ! | I i i i i i d | (wind speed 21misec)
so00kg [ | | | | | | | orwhen not in use for a longer period
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| | | : | 7850 Speeds
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| | | ! | = - Jib horizontal / jib 30° luffed
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Lifting chart Outrigger spread 7,95 x 7,66 m
Jib horizontal < | Hookheight 27,4 /37,2 m (height under jib 29,6 /39,4 m) ¢
BI5] 13,2 15 20 25 30 35 40 45 50 55 60 radius (m)
. 0 W ] V] V] ] ] W W 7] T T W W W4 W 4 W W W4 72 V4 V4 V4 V2
ey 9335 (7985 |6965 [6170 (5530 |5000 |4560 | 4190 | 3870 [3590 |3350 |3130 [2940 (2770 |2615 2475 |2345 | 2230 [2125 |2025 | 1935 [1850 | 1775 | 1700
load (k¢
10000 8610 7445 6545 5830 5255 4775 4370 4025 3725 3465 3235 3035 2855 2690 2545 2410 2290 2175 2075 1980 1890 1810 1735 e
Jib 30° luffed 47,2 49,7 52,9 56,0 59,1 62,2 654 66,2 hookheight (m)
3,5 21 25 30 35 40 45 50 52,2 radius (m)
[ A Y V4 W v W V4 W4 WA W4 W W W4 V4 Y
5000 4740 |4285 (3905 [3580 |3305 | 3065 |2855 |2665 |2500 |2350 (2220 |2095 |1985 |1885 [1795 | 1700 load (kg)
5000 4500 4085 3735 3440 3180 2955 2755 2580 2425 2285 2155 2040 1935 1840 1750
Lifting chart Outrigger spread 7,95 x 5,72m
FIX 9
Jib horizontal ‘, Hookheight 27,4 /37,2 m (height under jib 29,6 / 39,4 m) ‘.
3,5 8,1 10 14,2 20 25 30 35 40 45 50 55 60 radius (m)
0
load (kg)
8780 6825 5560 4675 4020 3520 3120 2795 2525 2295 2105 1935 1790 1660 1550 1445 1355 1275 1200 1130 1065 1010 955 910 860 820
Jib 30° luffed 41,9 435 46,6 49,7 52,9 56,0 59,1 62,2 654 662 hookheight (m)
35 12,5 15 20 25 30 35 40 45 50 52,2 radius (m)
load (kg)

1945 1775 1630 1505 1395 1295 1205 1125 1055

4770 4005 3435 3000 2655 2370 2140

Changes subject to modifications




